
JW-MST-000S
Solar Surveillance Traile

JW-MST-600S
r Solar Surveillance Trailer

SPECIFIATION SPECIFIATION

1000

JW-MST-000S JW-MST-600S
wSolar Panel Solar Panel

10°~45°ManualLiftingPanelLifting PanelLifting
5.88kWh959% Doc 7.68kWh95% DocLFP Battery LFP Battery

system Voltage Syste m VoltageDC24V DC24V

Battery Charger Battery ChargerYes Yes

ccrv 2 × 4MP TandemVu CCTV 2 × 4MP TandemVu

4T B NVR,36 Days 4TBNVR,3 6 Daysstorage storage
4G Router 4G RouterYes Yes

Loud SpeakerLoud Speaker Yes Yes

Controller Controller 40AMPPT

Mast & Height 5 Sections7M Mast & Height 5 Sections 7M

Mast Lifting Electric Winch MastLifting Manual Winch

Traile r Standard Trailer Standard US/AU/EU

2"Ball/3" RingHitch Hitch

Brake Brake Electric

SingleAxle Axle

14inchTire Tire

4 × 4 ×Outriggers Outriggers

Lifting Ring 4 × Lifting Ring 4×

Forklift Holes Forklift Holes4 × 2×

-20℃~60℃Working Temp -20°℃~60 ℃ Working Temp
Charging Time 2.9hoursbyAc Charging Time 8.8 hours

Running Time 3 Days Running Time 4 Days for 75W

1000*1000*2500Dimension(mm ) Dimension(mm) 3700*2150*2750

CCTV System Weight 350kg CCTV System Weight 900kg

QTvin 20°/40' QTVin20'/40'10 units /20 units 6units/14 units

OPTIONAL OPTIONAL

20'130 units 40'|14 units40'170 units 20'16 units



JW-MST-600SA JW-MST-600S PLUS

JW-MST-600SA JW-MST-600S PLUS



JW-MST-900S JW-MST-1200S

JW-MST-900S JW-MST-1200S
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